
MAXIMUM LENGTH, 3 METRES

MATERIAL: 225x75 TREATED TIMBER

50x50x500 STAKES
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NOTES

1. DO NOT SCALE FROM DRAWING.

2. ALL TIMBER SHALL BE IN ACCORDANCE

WITH CLAUSES 306 & 311 OF THE MCHW

AND BS EN 351-1:1996.

3. ALL METAL PARTS SHALL BE IN

ACCORDANCE WITH THE APPROPRIATE

CLAUSES IN THE MCHW 300 SERIES AND

BS 5709:2006.

4. HANDRAILS ARE TO BE KEE KLAMP SIZE 8

OR EQUIVALENT.

5. ENDS OF BRIDGES TO BE 0 TO 75 MM

ABOVE GROUND LEVEL. FOR SLOPING

SITES HEIGHTS ABOVE GROUND LEVEL

TO BE AGREED BY THE OVERSEEING

ORGANISATION.

6. END POSTS OF HANDRAILS TO BE DRIVEN

INTO BANKS.

7. IF BRIDGE IS 3 METRES OR LESS, THEN

NO INTERMEDIATE UPRIGHT ON

HAND-RAIL(S).

8. IF BRIDGE IS BETWEEN 3 METRES AND 4

METRES THEN ONE INTERMEDIATE

UPRIGHT HANDRAIL-POST, TO BE

CENTRED.

9. IF BRIDGE IS 4 METRES OR OVER THEN

INTERMEDIATE UPRIGHT

HANDRAIL-POSTS ARE TO BE SPACED

EVENLY BETWEEN 2 AND 3 METRES

APART.

10. ALL HAND-RAILS ARE TO HAVE AN

INTERMEDIATE RAIL AT 1100MM HIGH FOR

FOOTPATHS AND THE TOP-RAIL AT

1400MM HIGH FOR BRIDLEWAYS.

11. AN ADDITIONAL PLANK, TAKING THE

WIDTH TO ONE METRE, SHALL BE

INSTALLED IF REQUESTED BY THE

OVERSEEING ORGANISATION.

12. HAND-RAILS ARE TO BE PROVIDED ON

ONE SIDE UNLESS REQUESTED BY THE

OVERSEEING ORGANISATION.
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