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HIGH PERFORMANCE MORTAR

(10mm MIN, 20mm MAX)

BRICKWORK TO

MCHW SERIES 2400

CONCRETE TO MCHW

CLAUSE 508.6

TRAPPED OUTLET AND PLUG

GULLY TOP

(SEE NOTE 3)
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NOTES

1. DO NOT SCALE FROM DRAWING.

2. ALL DIMENSIONS ARE IN MILLIMETRES.

3. GULLY COVER AND FRAMES TO BE D400

(DMRB HA 104/09) 150mm MIN HEAVY

DUTY AND COMPLY WITH DESIGNERS

INFORMATION FOR HYDRAULIC DESIGN.

GULLY COVER TO BE PEDESTRIAN

FRIENDLY IN SHARED AREAS.

4. THE NUMBER OF COURSES OF

BRICKWORK NEEDED TO GIVE REQUIRED

OUTLET DEPTH MAY VARY .

5. GULLIES:

5.1. VITRIFIED CLAY TRAPPED ROAD

GULLY AS HEPWORTH CODE 213,

INTERNAL DIAMETER 300mm,

INTERNAL DEPTH 600mm, OUTLET

DIAMETER 150mm, OR EQUIVALENT.

5.2. PRECAST CONCRETE GULLIES AND

COVER SLABS SHALL BE TO B.S.

5911-6:2010 INTERNAL DIAMETER

300mm, INTERNAL DEPTH 600mm,

OUTLET DIAMETER 150mm.

5.3. BRICK GULLIES SHALL BE IN 225mm

BRICKWORK TO MCHW SERIES 2400,

300mm X 300mm INTERNAL

DIMENSIONS, INTERNAL DEPTH

600mm.
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